Model 26
Dumpfront
Cart

GARTS

ASSEMBLY AND USE INSTRUCTIONS

Pre-Assembly Instructions
* Read the instructions carefully before beginning the assembly steps.

« BE CAREFUL OF SHARP EDGES! The metal edges and corners may
be sharp. Handle all metal parts with extra care.

« To avoid alignment problems, do not tighten any screws or nuts until
instructed to do so.

« To avoid damaging the threads in the T-nuts, we recommend that you
start all screws by hand.

« The locknuts contain a nylon insert which will cause the locknut to bind
when tightened. This is normal.

= Gather the tools you'll need (see Iiét at right).

« If you have difficulty aligning some holes, first make sure that the metal
parts are snug against the plywood. Then, insert a screwdriver blade or
a nail into the holes so that the SCrews pass loosely through the pieces.

Tools Needed

(1) Flat Blade Screwdriver (medium)
(1) 7/18" (or adjustable style) Wrench
(1) Pliers

(1) Yardstick or Measuring Tape
Check Your Parts

Check that you have received alf of
the parts shown below and in Fig. 1.
If any parts are missing or damaged,
please contact our Technical Service
Department (see back cover for
-address and phone numbers).

NOTE: LEAVE ALL SCREWS AND ASSEMBLY NUTS LOOSE UNTIL FINAL ASSEMBLY

PARTS IN HARDWARE BAG

(Threaded fasteners and locknut shown actual size)

ASSEMBLY TlP

Organizing the hardware into groups by size will
help speed your cart assembly.

N\\\\\\\\\ (8) Pan head screw, 1/4-20 x 1/2
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(1) Right side stop bracket
{shown reduced size)

} (°) End cap, (shown
reduced size)

(2) Axle clamp
(shown reduced size)

4 Handle Clamp
(shown reduced size)



- CARTON CONTENTS

Figure 1
(1) Right side panet
(1) Dumpfront top edge protector edge protector
(1) Dumpfront panel (1) Right side panel

(1) Bottom panel (1) Handle

(1) Left side panel
edge protector

(1) Right corner

angle
(1) Rear edge
{1) Right protector
bottom
angle

&

"

(1) Left side panef
(with logo)

() Left comer
angle (o)
FRONT q (2) Leg Stand
(1) Front edge protector
(1) Dumpfront frame
(1) Axle

(2) Wheels

* NOTE: Replacement plywood panels are supplied stained and with T-nuts installed. Edge protectors and/or
angles must be ordered separately.
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STEP 1: assembie

Dumpfront Panel

1. Loosely install left and right
side stop brackets to back
side (side with wide face of
edge protector) of dumpfront
panel using four 1/2" long
screws (see Fig. 2).

ASSEMBLY TIP! To avoid alignment ~<—Left

problems, do not securely tighten
any screws or nuts untit instructed to
do so.

Figure 2

STEP 2: install Side Panels

1. Position bottom panel as shown in Fig. 3. Note “Front” and “Rear” of bottom panel.

2. Position left side panel (panetl with logo) an left side of bottom panel with logo facing ta outside. Loosely
install a 1/2" long screw into T-nut in panel, at location shown in Fig. 3.

3. Position right side panel as shown in Fig. 3. Note that the wide edge of the edge protector faces in, and
the angled end of the edge protector is at the rear. Loosely install a 1/2" long screw through bottomn
angle and into T-nut in panel, as shown in Fig. 3.

1/2" long Right side

panel

AR

Left side
panel

FRONT

Figure 3




STEP 3: Install Dumpfront
" Frame and Corner Figure 4

Angles

1. Install dumpfront frame around
front ends of bottom and side
panels (see Fig. 4).

2. Position the left and right side
corner angles as shown. Loosely
attach the corner angles to the
side panels and dumpfront frame
using 1-1/4" long screws with
locknuts as shown.

3. Slide the dumpfront panel into the
channel between the dumpfront
frame and the corner angles.

Right Corner
Angle g

Left Corner
Angle

Dumpiront
Frame

Dumpfront Panel
Installed on Cart
















