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™ safety cans are available in 
four colors that are suitable for the storage of 
liquids. Now it’s easy to differentiate between 
various types of liquids and avoid costly errors 
when more than one type of liquid is needed 
at a worksite. 

For added safety and convenience, the label 
on Justrite safety cans includes an extra large 
ID zone to make it easy for the user to mark 
can contents, designate department/shift/user, 
etc.

Approval/ Listing and Regulation Key
 FM –  FM Global tested and approved

 UL – Underwriters Laboratories listed in the U.S.

 ULC – Underwriters Laboratories listed in Canada

 TÜV -  Technical Inspection Association certified
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Type II AccuFlow™  Safety Cans

Durable galvanized steel Type II AccuFlow™ safety cans 
offer the most convenient, safest way to store and dispense 
fl ammable liquids. Built to meet OSHA and NFPA 30, they 
have been independently fi re tested and approved by FM 
and UL. The exclusive vented AccuFlow™ manifold and 
Safe-Squeeze™ trigger handle provide superior pour control 
and smooth liquid fl ow. Flexible metal hose is 9” (229mm) 
long to easily reach small openings. Ergonomically designed 
offset combination fi ll/pour port with comfort lift bar makes 
fi lling easier than ever.

 Fill port is equipped with a long length, long life stainless 
steel fl ame arrester which reliably dissipates heat to 
prevent fl ashback ignition. Leak proof, positive pressure 
relief lid automatically vents to prevent rupture or explosion 
and self-closes to control vapors and spills. Trilingual 
warning label includes a large ID zone for user labeling to 
avoid misuse, reduce the potential for incompatible 
mixtures, or designate department location or individual 
owner. Like all Justrite steel safety cans, quality is backed 
by a 10-year limited warranty.
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Pre-Release

100% leak tested. 10 year warranty. 

Meets OSHA and NFPA. FM, UL, ULC Listed. CARB Compliant. 

Worldwide usage – TÜV certifi ed. 

Use color to help designate
contents and segregate liquids.

Cans backed by ourCans backed
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Type II Red Accuflow™ Safety Cans for Flammables 
Model  Capacity Hose Can Dimensions Approval/Listing Ship Wt. Ctn   

Number  Gallon (Liter) Size(mm) Outer Dia. x H (mm) Regulation Lbs/Kg
 7210120 1 (4)  5/8"(16) 9½" x 11" (241 x 279) FM,UL,ULC,TÜV 7/3 
7220120 2 (7.5)  5/8"(16) 9½" x 13½" (241 x 343) FM,UL,ULC,TÜV 8/4 
7225120 2½ (9.5)    5/8"(16) 11½" x 12" (292 x 305) FM,UL,ULC,TÜV 8/4 
7225130 2½ (9.5)    1"(25) 11½" x 12" (292 x 305) FM,UL,ULC,TÜV 8/4
 7250120 5 (19)    5/8"(16) 11½" "x 18" (292 x 457) FM,UL,ULC,TÜV 10/5 
7250130 5 (19)    1"(25) 11½" "x 18" (292 x 457) FM,UL,ULC,TÜV 10/5

Type II Yellow Accuflow™ Safety Cans for Diesel Fuel  
Model  Capacity Hose  Can Dimensions  Approval/Listing Ship Wt. Ctn 

  Number  Gallon (Liter) Size(mm)  Outer Dia. x H (mm) Regulation Lbs/Kg
 7210220 1 (4)  5/8"(16)  9½" x 11" (241 x 279) FM,UL,ULC,TÜV 7/3 
7220220 2 (7.5) 5/8"(16)  9½" x 13½" (241 x 343) FM,UL,ULC,TÜV 8/4 
7225220 2½ (9.5)    5/8"(16)  11½" x 12" (292 x 305) FM,UL,ULC,TÜV 8/4 
7225230 2½ (9.5)    1"(25)  11½" x 12" (292 x 305) FM,UL,ULC,TÜV 8/4
 7250220 5 (19)    5/8"(16)  11½" "x 18" (292 x 457) FM,UL,ULC,TÜV 10/5 
7250230 5 (19)    1"(25)  11½" "x 18" (292 x 457) FM,UL,ULC,TÜV 10/5 

Type II Blue Accuflow™ Safety Cans for Kerosene 
Model  Capacity Hose Can Dimensions Approval/Listing Ship Wt. Ctn  
Number  Gallon (Liter) Size(mm) Outer Dia. x H (mm) Regulation Lbs/Kg

 7210320 1 (4)  5/8"(16) 9½" x 11" (241 x 279) FM,UL,ULC,TÜV 7/3 
7220320 2 (7.5) 5/8"(16) 9½" x 13½" (241 x 343) FM,UL,ULC,TÜV 8/4 
7225320 2½ (9.5)    5/8"(16) 11½" x 12" (292 x 305) FM,UL,ULC,TÜV 8/4 
7225330 2½ (9.5)    1"(25) 11½" x 12" (292 x 305) FM,UL,ULC,TÜV 8/4
 7250320 5 (19)    5/8"(16) 11½" "x 18" (292 x 457) FM,UL,ULC,TÜV 10/5 
7250330 5 (19) 1"(25) 11½" "x 18" (292 x 457) FM,UL,ULC,TÜV 10/5

 Type II Green Accuflow™ Safety Cans for Oils   
Model  Capacity Hose Can Dimensions Approval/Listing Ship Wt. Ctn   

Number  Gallon (Liter) Size(mm) Outer Dia. x H (mm) Regulation Lbs/Kg
 7210420 1 (4)  5/8"(16) 9½" x 11" (241 x 279) FM,UL,ULC,TÜV 7/3 
7220420 2 (7.5) 5/8"(16) 9½" x 13½" (241 x 343) FM,UL,ULC,TÜV 8/4 
7225420 2½ (9.5)    5/8"(16) 11½" x 12" (292 x 305) FM,UL,ULC,TÜV 8/4 
7225430 2½ (9.5)    1"(25) 11½" x 12" (292 x 305) FM,UL,ULC,TÜV 8/4
 7250420 5 (19)    5/8"(16) 11½" "x 18" (292 x 457) FM,UL,ULC,TÜV 10/5 
7250430 5 (19)   1"(25) 11½" "x 18" (292 x 457) FM,UL,ULC,TÜV 10/5


